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Lisda salasana langattomaan verkoon, etta voit itse paattaa, ketka verkkoa kayttavat.

1. Avaa selaimella osoite http://192.168.0.1

Kayttajatunnus: admin, salasana: admin
valitse kohta Wireless.
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TP-LINK'

300Mbps Multi-Function Wireless N Router
Model No. TL-WR84ZND

Status
I — | s Hee
WPS The Status page displays the Router's current status and
tion. All ion is read-only.
Network _ N
—— Firmware Version: 3.12.22 Build 120424 Rel. 39632n LAN - The following parameters apply to the LAN port of the Router.
ardware Version: WRE4ZND v 00000000 You can configure them in the Network > LAN page.
LiEe * MAC Address - The physical address of the Router, as seen
VPN from the LAN.
+ IP Address - The LAN IP address of the Router.
USB Settings LAN + Subnet Mask - The subnet mask associated with LAN IP
address
Forwarding . 89
‘Secur WAC Address: B4TO0ZE2CEAE Wireless - These are tne curent settings or information for
R IP Address: 192.168.0.1 Wireless You can configure them in the Wireless > Wireless
Parental Control Settings page.
Subnet Mask: 255 255.255.0 ) ) § i .
Access Control + Wireless Radio - Indicates whether the wireless radio feature
= of the Router is enabled or disabled.
Advanced Routing + Name(SSID) - The SSID of the Router.
5 Wirel + Channel - The current wireless channel in use.
EfE e ireless * Mode - The current wireless mode which the Router works on.
indil * Channel Width - The bandwidih of the wireless channel.
PR Wireless Radio: Enable + Max Tx Rate - The maximum tx rate.
Dynamic DNS . * MAC Address - The physical address of the Router, as seen
P Name (SSID): TP-LINK_82C8AE from the WLAN.
ystem Tools . * WDS Status - The status of WDS' connection, Initt WDS
Chasnel: CID(ELEEFREE) connection is down; Scan: Try to find the AP, Auth: Try to
Mode: 11bgn mixed authenticate: ASSOC: Try to associate; Run: Associated
successfully
ChannellWIdth: Autpenatic WAN - The following parameters apply to the WAN ports of the Router.

Max Tx Rate: 300Mbps ‘You can cenfigure them in the Network -> WAN page.

MAC Address: 64-70-02-82-C8-AE + MAC Address - The physical address of the WAN port, as
seen from the Internet.

WDS Status: Disable + IP Address - The current WAN (Intemet) IP Address. This field
will be blank or 0.0.00 if the IP Address is assigned
dynamically and there is no connection to Infernet.

* Subnet Mask - The subnet mask asscciated with the WAN IP
WAN Address,
+ Default Gateway - The Gateway currently used by the Router
. LT is shown here. When you use Dynamic IP as the connection
MACAGUIES CR0 020200l Internet type, the Renew bution will be displayed here. Click
b Address: 25 157 8032 Nunamic 1 the Renew button fo oblain new IP parameters dynamically
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'I'I:'_l_INI(H 300Mbps Multi-Function Wireless N Router

Model No. TL-WR842ND

Status

Quick Setup Wireless Settings Wireless Settings Help

WPS Note: The operating distance or range of your

m

wireless connection varies significantly based on
Network
SSID1: TE-LINK 82C8AE the physical placement of the Router. For best
Wireless = results, place your Router.
. ssiD2: TP-LINK_82CBAE_2 Enable [7] I
- Wir [i ® Near the center of the area in which your
_Wireless Securi 35103 TP-LINK_82C8AE_3 Enable ] . ;mrelessl sta}iucrlm‘willru;;uerzne_h -
. E n an elevated location such as a hig
Wireless MAC Filtering SSCLRY) TP LINK S9CAAE 4 Enable shelf.
ion: - ® sway from the potential sources of
- Wireless Advanced Regfon. United States interference, such as PCs, microwaves,
Wireless Statistics Warning: Ensure you select a correct country to confarm local law. and cordless phones. )
Incorrect settings may cause interference. ® \iith the Antenna in the upright position.
DHCP ® Away from large metal surfaces. |
e Channel: Auto + Note: Failure to follow these guidelines can result il
USB Settings in significant performance degradation or inability !
Mode: 11bgn mixed - to wirelessly connect to the Router
Forwarding LS
y Channel Width: Automatic - Wireless Network Name - Enter a value of up to
Security ) 32 characters. The same Name (SSID) must be |
Parental Control Max Tx Rate: 300Mbps ~ assigned to all wireless devices in your network
You can select the checkbox to enable multiple
Access Control S5IDs. I
Advanced Routing Enable Wireless Router Radio Region - Select your region from the pull-down list i
Bandwidth Control Enable SS5ID Broadcast _ | Tnis field specifies the region wnere the wireless
function of the Router can be used It may be
IP & MAC Binding U L illenal tn use the wirsless function ofthe Routerin ™ ||
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3. Tallennuksen (save) jalkeen ilmestyy ruutu, ja voit

painaa OK

[ TL-WR842ND
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300Mbps Multi-Function Wireless N Router
Model No. TL-WR842ND

= E] =
Status $sID2: TP-LINK_82CBAE_2 Enable [] —
Quick Setup SSR: TP-LINK_82C8AE_3 3 Wireless Settings Help
WPS SSIDE TP-LINK_82C8AE_4 T Hote: The operating distance or range of your |=
Network Region: Finland - wireless connection varies significantly based on L
. = the physical placement of the Router. For best
Wireless Warning: Ensure you selecta correct country to conform local law results, place your Router. |
Incorrect settings may cause interference. |
® Near the center of the area in which your
- ’ wireless stations will operate. I
LIRS STELL Channel: Auto - ® |n an elevated location such as a high
- Wireless MAC Filtering - shelf. I
- : Mode: 11bgn mixed - ® Away from the potential sources of b
-Wireless Advanced T Automatic - interference, such as PCs, microwaves, |
- Wireless Statistics ’ . w;iﬂfdms DhU_”e; N
Max Tx Rate: 300Mb - ith the Antenna in the upright position
DHCP ps = ® Away from large metal surfaces.
VPN Note: Failure to follow these guidelines can result |
USB Settings Enable Wireless Router Radio in significant performance degradation or inability i
to wirelessly connect to the Router
Forwarding Enable SSID Broadcast
- Wireless Network Name - Enter a value of up to
Security [0 Enable WDS 32 characters. The same Name (SSID) must be
Parental Control assigned to all wireless devices in your network.
You can select the checkbox to enable multiple
Access Control S8IDs.
Advanced Routing _ —'| Region - Select your region from the pull-down list. |
Bandwidth Control Save, E] This field specifies the region where the wireless
function of the Router can be used. It may be
IP & MAC Binding il C illenal tn use the wireless function of the Router in_~
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4. Muutos vaatii uudelleenkdynnistamisen (eli reboot). Paina tekstin kohtaa click here.
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[ DOMbp 0 ele 0 g
de R842ND
o TS0 TP-LINK_BZCBAE_J3 Enanie P -
SSID4: TP-LINK_82C8AE_4 Enable
etup Region: Finland - Wireless Settings Help
P Warming: Ensure you select a correct country to conform local law. Mote: The operating distance or range of your |=
. Incorrect seftings may cause interference. wireless connection varies significantly based on
the physical placement of the Router. For best
gl results, place your Router.
Channel: Auto = F ) )
® MNear the center of the area in which your [
" - Mode: 11bgn mixed - wireless stations will operate.
X - ® |n an elevated location such as a high il
- A T Channel Width: Automatic - shelf.
= . - ® Away from the potential sources of b
B — NeclcHate: 300Mbps interference, such as PCs, microwaves,
ele and cordless phones !
® \With the Antenna in the upright position b
DHCP Enable Wireless Router Radio ® Away from large metal surfaces. =
P Enable 551D Broadcast = | MNote: Failure to follow these guidelines can result
B Setting in significant performance degradation or inability
WEnaHEWDS to wirelessly connect to the Router.
ding |
Wireless Network Name - Enter a value of up to |
e [
The change of wirsless config will not take effect until the Router reboats, please click here to reboot. 32 characters. The same Name (3SID) must be
Pare assigned to all wireless devices in your network
You can select the checkbox to enable multiple
Acce S5IDs.
— ed R g Save Region - Select your region from the pull-down list.
T | Tnis field specifies the region where the wireless
function of the Router can be used. It may be
P & MAC Binding a9 il C illenal to use the wireless funclion of the Router in k¥4
Uusi sivu avautuu. RPmotna uvuudestaan valintaa
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7. Selain siirtyy uudelleenkaynnistymisen jalkeen uudestaan aloitussivulle.




